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D DEKRA

Translation

Type Examination Certificate

- Directive 94/9/EC -

Equipment and protective systems intended for use
in potentially explosive atmospheres

BVS 08 ATEXE 112 X

Equipment: Transmitter type 2200S*****] *%**

Manufacturer: Micro Motion, Inc.

Address: Boulder, Co. 80301 USA

The design and construction of this equipment and any acceptable varlatlon thereto are specxﬁed;m the appendlx; =
to this type examination certificate. e : :

comply with

The certification body of DEKRA EXAM GmbH certifies that thi qmpment has be ;
ended for use in

the Essential Health and Safety Requlrements relating to the design of Categdry 3 equipment |
potentially explosive atmospheres, given in Annex II to the Directive. - TR
The examination and test results are recorded in confidential test and assessment port BVS PP 08. 2150 EG.

The Essential Health and Safety Requirements are assured by comphance w1th ~
EN 60079-15:2005 Type of protection 'n’ :
EN 61241-0:2006  General requirements

EN 61241-1:2004  Protection by enclosures:

If the sign "X" is placed after the: certlﬁcate number it mdlcates that the equlpment is subject to special

conditions for safe use spec1ﬁed i the appendix to thls ‘ rtlﬁcate

This Type Examination Certlﬁcate relates only to the de31gn, exammatlon and tests of the specified equipment in
accordance to Directive 94/9/EC.. ~

Further requirements of the Dlrectwe apply to the manufacturmg process and supply of this equipment.

These are not covered by th1s certlﬁeate ,

The marking of the eqmpment shall 1nc}ude the followmg

II3G Ex nA II T4 ,
¥ 113D Ex tD A22 IP66/67 T70°C

 DEKRA EXAM GmbH
Bochum, dated 19. September 2008

Slgned . Signed:

Certlﬁcatlon body Special services unit
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This certificate may only be reproduced in its entirety and without change

DEKRA EXAM GmbH Dinnendahistrasse 9 44809 Bochum Germany Phone +49 234/3696-105  Fax +49 234/3696-110  E-mail zs-exam@dekra.com



(13) o : _: Appendmto ‘A
a Type Exammatmn Certlﬁcate

BVS 08 ATEX E 112 X

(15} 15 1 Sublect and type

Tr‘msmlttertype 22005*****1.**** '

. Instead of the *¥# Ietters and numerals will be inserted which charactenze the following mndxﬁcatlons
22008*****L**** : .

—_"_i: Markmg thhout mﬂuence io the type of protectlon

. Approval :
~ L=ATEXII 3G/D Zone 2/ Zone 22"

' Letter for condult connectlons

" Display ‘optxo_ns
1 =DuaIL1'nevDisplay

10 Tefminations '

- Output options . .
H= One 12-20mA with HART - :
K= Ona 4-20mA thh HART (provxded with 505 bamer)

- iLetter for mourmng o
7. 1=Tntegrat Mount Transmitter thh alumlmum encIosure
j= Integral Mount Transmitter WIm stamiess stee] enciosure

152 Descnptxon ' : Lo
The transmitter is an integral mount apparatus whlch consists of two printed circuit boards whlch are

completely encapsulated. The encapsulated assembly and a user interface with a display are. fastened
inside a metal enclosure (BVS PP 07.2093 EG). The enclosure is either aluminium or stamless steel

The enclosure has two opemngs for cable glands or blanking plugs

The transmltter is mtegrally mourted to a Coriolis meter and makes 2 connectmn between the two—w:re :
input cn‘cmt toa 9-w1re connectmn to the Coriolis metcr
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15322

S Déi’wﬁ@_r_s_-
183

Input cucmt (1ennma!s 1 2)

. ‘Vo!tage : .

o Max power consumptien in rated operatlon_
1532
S 15321

: Output circuit to sensor

Drzve CerUIt (J4 pms 7—8)
Voitage

.Current
Pick-off circuit (J4 pms 3- 6)
‘Voltage

" Current

15323

_1'5.3,3

Temperature circuit, receptacle 1,2 and 9

Voltage
Current

- Ambient tempefature range

Test and assessment reaort ;

e BVSPPOSZISOEGaS of19092008

1727

Sgema! condttmns for safe use

The permlsmb}e ambient temperature range is -40 °Cupto +6O °C. The use of the transmitter

17.1

v,Tav>

pc o2 v

es6. W
pc 105 Vv
i 80 mA
DC - 126 Vo
' 429 mA
pe. 126 Vv
331 mA

40 °C up to +60 °C

gt an ambient temperature lower than -20 °C is only admissible, if the cables are smtable and

- _the cable entries resp. blanking plugs are cemﬁed for that temperature and use.

‘ V ‘For use in explosxve atmospheres cansed by combustnble dust suitable cables and for thai
. purpose certified cable entrles resp blankmc pIugs shall be used

We confirm the correctness of the translation from the German original.
~.In the case of arbltratxon only the German wordmg shall be valid and bmdmg

44809 Bochum 19 September 2008

BVS«Kem/Hei A 20080499
DEKRA EXAM GmbH

DEKRA EXAM Gmbﬂ Dmnend'ﬂxlslrasse 5 44809 Bochun Germ’my Phone +49 234/3696-!05

‘(Lertification body
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- Special services unit

.This certificate may only be reproduced in its entirety and without change

Fas +49 234/3696-110  F-mail zs—esam@dckm com -



